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Control Panel
(Touchscreen)

Support Legs

PLC & HMI

Power Supply

Sensor

Sensor Junction Box
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SMARTDIVER® COMPONENTS

Slip-Ring



Sliding Runway

(Optional Component)

Washbay Assembly
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SMARTDIVER® COMPONENTS

Mounting Frame

Cable Drum
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WASHBAY COMPONENTS

Proximity
Sensors

Solenoid Valve

Heavy Mud Switch

Swivel ArmCounter Weight

Pad-Bolts:
Access to Sensor

Roller

Spray Ring &
Nozzles

Wash Water
Connection to the

Y stainer inlet.



TOUCHSCREEN

Adjust Settings

View Trends

View Alarms

EMERGENCY STOP

Safety quick stop

Removes power to the

motor

ALARM RESET
Toggle the

2-position switch 

RUN-STOP-RUN*

 to reset Alarm 

ALARM LIGHT

Indicates an Alarm

TWO POSITION SWITCH: RUN/STOP
 Automatic dive operations

 Raise sensor to wash bay and put into STOP MODE
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CONTROL PANEL



Control PLC

Control HMI (PC)
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ENCLOSURE COMPONENTS

Sensor
Transmitter

Relay Bank &
Power Distribution

Terminals

I/O Terminals

Sensor HMI

Encoder

Motor





































https://www.plapl.com.au/service-request
https://www.plapl.com.au/service-request

